HOSS Floor Stands

Assembly Guide
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Unpacking and setting up your new HOSS stands only takes a few
minutes. Once you are done, you will have a stunningly artistic floor stand
that looks great with our Modl and Mod?2 satellite speakers. So, take a
second to familiarize yourself with the procedure below (we've included
lots of pictures) and then begin assembling your stands step-by-step.

1.  Unpack everything. Be careful removing the steel bases from the
packaging. They are heavy and you can also scratch the clear coat on
the base with metal to metal contact. We have included enough
hardware to mount Mod1 or Mod2 speakers to each floor stand.
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2. Insert poles into bushings on HOSS bases, align them, and tighten
into place:

If the fit is tight, use the screwdriver handle to tap them into place.
Look under the bushing to make sure the bottom of each pole stops
even with the bottom of each bushing. Tighten the set screws to lock
the poles in place. Do not use force, tighten only until you feel the set
screw contact the pole or you may strip the threads. You can use your
finger to make sure it all lines up but NOT if you are going to tap the
pole!
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Thread your speaker wire through a pole in each HOSS stand. Leave
about 4 inches of speaker wire hanging at the top of the stand. You
can pull any slack out the bottom of the stand later. If your speaker
wire is thin enough, simply push it through the pole from bottom to
top:

If your speaker wire is too thick to easily thread through the pole,
most wire can be ‘split’ by pulling it apart. Split the wire, then
simply push one lead through each pole. It helps to push the positive
lead through the right pole and negative through the left pole,
because you will be connecting them to your speaker that way.
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4.

For the next step, the stand can be either laying down or upright,
whatever works for you. Prepare a bracket assembly as shown in this
photo:

A - Neoprene Washer C - Custom Bracket
B - Nylon spacer D - Stainless Screw

To assemble each bracket, hold the bracket up on the poles such that
it grabs the poles. Next, push the screw through the brackets, the
spacer and rubber washer while holding the brackets together on the
poles. This is the tricky part. In one hand, you will be holding a
single Orb (Mod1l) speaker. In the other hand (or preferably the
friend’s you have standing next to you) you will be holding the
brackets onto the poles. In your third hand you are holding the
screwdriver (if you don't have three hands, you will have to hold the
Orb speaker and bracket in one hand, and the screwdriver in the
other).

Once the bracket is attached to the poles, turn the screw by hand
until it is firmly caught in the back of an Orb, say half way in:
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While holding the speaker in one hand, continue to tighten the screw
using a flat head screwdriver:
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